TEMPORARY TRAFFIC

IMPORTANT:

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.

5 m MIN. :HI

KEY:

u u CHANNEL IZING DEVICES

‘ SIGN SUPPORT
—~+——FACE OF SIGN

ﬁ DIRECTION OF TRAFFIC

WORK SITE

| 3
I

CONTROL TYPICAL APPLICATION

END
ROAD WORK

(OPTIONAL)

DIRECTOR - OFFICE OF TRAFFIC AND SAFETY

APPROVAL &  SHA

APPROVAL ® FEDERAL

m ARROW PANEL (WITH
DIRECTIDONAL ARROW)
o | TReCnT ConE TEMS Maryland Department of Transportation
M‘ STATE HIGHWAY ADMINISTRATION
APPROVED STANDARDS FOR HIGHWAYS AND INCIDENTAL STRUCTURES

CENTER LANE CLOSURE/EXP-FREEWAY

revsos | o sounsrwron] — GREATER THAN 40 MPH/15 MIN — 12 HRS.
\ | R T e a— OR DAYTIME ONLY
StateHighway [=ee e STANDARD NO. MD 104.55




